
Characteristics

Thickness

Length of the surface layer

Straightness of the surface

Width of the surface layer

Squareness

Surface TreatmentSurface Treatment

Flatness of elements

Openings between elements

H. difference between elements

Dimensional stability

Surface Soundness

Abrasion resistance

Impact resistanceImpact resistance

Thickness swelling

Fire resistance

Light fastness

Cigarette embers resistance

Formaldehyde emission

Standards

EN13329 Annex A

EN 13329 Annex A

EN 13329 Annex A

EN 13329 Annex A

EN 13329 Annex A

　　

EN 13329 Annex A

EN 13329 Annex B

EN 13329 Annex B

EN 13329 Annex C

EN 13329 Annex D

EN 13329 Annex E

EN 13329 Annex FEN 13329 Annex F

EN 13329 Annex G

DIN 4102

EN ISO 105-B02

EN438.2.18

EN717-1

Laminate
  

Tmax-Tmin≤0.05mm

Qualified

Smax=0.14mm/m

Qualified

Qmax=0.12mmQmax=0.12mm

Urethane Ceramic Bead

Qualified

Omax=0.10mm

Qualified

δW average = 0.6mm

＞ 1.00N/mm2

Abrasion class AC3,Class 31Abrasion class AC3,Class 31

Classification: IC1

10.00%

Flame retardant B1

Level 6

Degree 5 (No visible change)

1.0mg/L                                                
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